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1. Timing pointer 14. Skeg 
2. Throttle lever 15. Propeller 
3. Air sHencer 16. Converging ring 
4. Choke solenoid 17. Exhaust outlet 
5. Lower motor соуег 18. Trim tab 
6. Steering агm 19. Anti-ventilation plate 
7. ТШ tube 20. Water outlet 
8. Stern bracket 21. Exhaust housing 
9. ТгаН lock 22. Exhaust relief 

10. Thrust rod retainer 23. Power pack 
11. ОН level plug 24. Ignition coi1s 
12. Water intake 25. Thermostat housing 
13. ОН drain and fill plug 26. Terminal board 

9151 Э 

Figure 1-1. Starboard View - 235 ИР Long Shaft 
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SPECIFICATIONS 

150 HP (106 kW) 175 HP (123.7 kW) 200 HP (141.4 kW) 235 HP (166.1 kW) 

POWERHEAD 

Engine type .... ............ 900 V type, 6 cylinder, ... 900 V type, 6 cylinder, ... 900 V type, 6 cylinder, .... 900 V type, 6 cylinder, 
2 stroke cycle 2 stroke cycle 2 stroke cycle 2 stroke cycle 

Model· 20" (508 тт) 
transom . ....... .. .. ..... ... . .. .... . . 150TL79 . .... . .... . . . 175TL79 .... . .. . ..... 200 TL79 .. . . ... . ....... 235TL79 

25" (635 тт) 
transom ... . . .. ... . .. . . . . . . ... . ... . . 150TXL79 .. . ... . .. .... 175TXL79 · .... . ... . . . 200TXL79 .. ..... ...... 235TXL79 

Bore and stroke . . .. . . .. ... . .. ... . 3.500" х 2.588" ... . .... 3.500" х 2.588" · . . .. . .. 3.500" х 2.588" ... . . . ... 3.500" х 2.588" 
(88.90 х 65.74 тт) (88.90 х 65.74 тт) 

Piston displacement . .. .. .. .. 149.4 си . in. (2448 ст 3 ) ., 149.4 си. in. (2448 ст 3 ) 
(88.90 х 65.74 тт) (88.90 х 65.74 тт) 

· . 149.4 си. in. (2448 ст 3 ) . .. 149.4 си. in. (2448 ст 3 ) 
Horsepower. BIA certified . .. . .... 150 HP @ 5000 rpm . .. . . 175 HP @ 5000 rpm · . . .. 200 HP @ 5250 rpm . . . . .. 235 HP @ 5250 rpm 
Full throttle operating range ... . . ... 4500 · 5500 rpm . .. . .. .. 4500·5500 rpm · ... .... 4750·5750 rpm .. ... .... 4750·5750 rpm 
Idle speed .. . . . .. .. .. . . .. . .... , 900 rpm in neutral, . .. . . . 900 rpm in neutral, · . . .. . 900 rpm in neutral, . ...... 900 rpm in neutral, 

650 rpm in gear 650 rpm in gear 650 rpm in gear 650 rpm in gear 
Test ,vheel part по . .. . . . . . .. . . .. . .. ..... . .. 389931 ...... ... ..... . . 387388 · . . ..... . .. . . . . 387388 . . ... .... . ..... . 387388 
Test ,vheel rpm .... ..... . . .. . . .... .. .... 4800 rpm . ... .. .... ... .. 4750 rpm · . . . . . . . . . . .. 4800 rpm . . . . . . . . . . . . .. 5200 rpm 
Pistons less rings . . . . ... . ... . . .. . ... .... . Standard, .... . . ...... . . Standard, · . .. . . ... . .. .. Standard, .. .... .... .... . Standard, 

0.020" oversize 0.020" oversize 0.020" oversize 0.020" oversize 
0.030" oversize 0.030" oversize 0.030" oversize 0.030" oversize 

Piston ring sets (2 per set) .. . .... . ... ... .. Standard ......... ... .. Standard · . . . . . . . . . . . .. Standard . . . . . . . . . . . . . . . Standard 
0.020" oversize 0.020" oversize 0.020" oversize 0.020" oversize 
0.030" oversize 0.030" oversize 0.030 " oversize 0.030" oversize 

Width of ring . upper . . . .. . . . .. . .. 0.0895"·0.0900" ... . . . . 0.0895" ·0.0900" 
(2.273·2.286 тт) (2.273.2.286 тт) 

· . .. . .. 0.0895"·0.0900" . . ... . . . 0.0895"·0.0900" 
. (2.273·2.286 тт) (2.273.2.286 тт) 

lo,ver . .. .. . ..... .. 0.0615"·0.0625" . . .. ... 0.0615"·0.0625" · . . .. . . 0.0615 " ·0.0625" . .... .. . 0.0615"·0.0625" 
(1.562·1.588 тт) (1.562.1.588 тт) (1.562·1.588 тт) (1.562·1.588 тт) 

Crankshaft size 
Topjournal . ... .. . ...... : . ... 1.6204 .. ·1.6199 .. · . . .. .. 1.6204" ·1.6199" . ... . .. 1.6204 .. ·1.6199 .... . ..... 1.6204" ·1.6199" 

(41.158.41 .145 тт) (41.158.41.145 тт) (41.158·41.145 тт) (41.158·41.145 тт) 
Center journals . . . . .. . . .. . . .. . . 2.1875"· 2.1870" · ...... 2.1875"·2.1870" . . ..... 2.1875"·2.1870" . .... . . . 2.1875"·2.1870" 

(55.563·55.550 тт) (55.563·55.550 тт) (55 .563·55.550 тт) (55.563·55.550 тт) 
Bottom journal ... ..... . ....... 1.3784"· 1.3779" · .. .. .. 1.3784"·1.3779'" . ...... 1.3784"·1.3779" . ...... . 1.3784"·1.3779" 

(35.011 . 34.999 тт) (35.011 . 34.999 тт) (35.011 . 34.999 тт) (35.011 . 34.999 тт) 
Connecting rod crank pin .. . .. .. . 1.3762" · 1.3757" · . .... . 1.3762"· 1.3757 " . ..... . 1.3762"·1.3757 " ... . .... 1.3762"·1.3757" 

(34.955·34 .943 тт) (34.955.34.943 тт) (34.955·34.943 тт) (34.955·34 .943 тт) 

FUEL SYSTEM 

Carburetion ..... . . .... . 3 carburetors . Float feed with fixed high and low speed jets, Manuallever and remote control choke 
Fluat level setting ..... . . ... .. . .. Between notches оп . .... . Between notches оп . . . . . Between notches оп . . . . .. Between notches оп 

gauge по . 324891 gauge по. 324891 gauge по . 324891 gauge по. 324891 
Carburetor high speed 

orifice plug ... .. . .. .... . .. ... .. . Part по. 323938 

Carburetor low speed 

Hole size 0 .051" 
(1.29 тт) 

· . ..... . Part No . 324389 
Hole size 0.0585" 

(1.49 тт) 

Part по . 324389 . . . . . . . .. J,>art по. 320661 
Hole size 0.0585 Hole size 0.061" 

(1 .55 тт) (1.55 тт) 

orifice plug . ..... .. . . . . .. .... . . . Part по. 322776 . . ... .... Part по. 320016 . .... .. . Part по . 324025 . . . . . . . .. Part по . 320016 
Hole size 0.029 Hole size 0.032" Hole size 0.034" Hole size 0.032" 

(0.71 тт) (0 .81 тт) (0.86 тт) (0 .81 тт) 
Pull-over air bleed ... . . . .. ... . . . ... . .. .. ............. .. ... .. . .... . . . ... . .. . ... . . . Part по. 324005 . . . . . . . .. Part по. 324005 

Inlet needle seat . . ... . . ...... . . " 0.0745"·0.0715" 
(1 .892·1.816 тт) 

Use No. 50 drill as gage 
Fuel tal1k capacity . ..... . .... .. 6 gallons (22.7 litres) 

LOWER UNIT 

· ... ... 0.0745"·0.0715" 
(1.892.1 .816 тт) 

Use No. 50 шi1l as gage 
· .. .. 6 gallons (22.7 litres) 

Hole size 0.020" Hole size 0.020" 
(0.51 тт) (0.51 тт) 

... . . . . 0.0745"·0.0715" . . . . . . .. 0.0745"·0.0715" 
(1 .892·1.816 тт) (1 .892·1. 816 тт) 

Use No. 50 dПll as gage Use No. 50 drill as gage 
... .. 6 gallons (22.7litres) .. ... . 6 gallons (22.7litres) 

Gearcase lubricant capacity .. . . . ..... 32 oz. (950 mL) .. . .. ... 32 oz. (950 mL) . . . . .... 32 oz. (950 mL) ...... . .. 32 oz. (950 mL) 

Propeller gear ratio ... .. . . ........ .. . .. . . ... 14:26 .... .. . . ... . . . ... 14:26 ...... . ... .... .. 14:26 . . ... ....... ... . . 14:26 
Propeller supplied \vith 

motor ..... . ........ .... ... . . . 3 blade 15" dia х ... .. 3 blade 14·1/2" dia х 
17" pitch 19" pitch 

3 blade 14·1/4" dia х . .... 3 blade 14·1/4" dia х 
. 21" pitch 21" pitch 
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