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Outboard Models Covered in This Service Manual 

9.9 Models 

E10REC E10RLEC J10REC J10RLEC 
E10EEC E10ELEC J10EEC J10ELEC 
E10RELEC E10SELEC J10RELEC J10SELEC 

10 Models 

10RPY 
10RPLY 

15 Models 

E15REC E15EEC 15RPC J15REC J15EEC 
E15RLEC E15ELEC 15RPLC J15RLEC J15ELEC 

E15RELEC 15KCO J15RELEC 
E15BAEC 15KCLO J15BAEC 

20 Models 

E20SREC J20SREC 
E20SRLEC J20SRLEC 
E20SEEC J20SEEC 
E20SELEC J20SELEC 

25 Models 

E25REC E25RLEC 25RPP J25REC J25RLEC 
E25TEEC E25TELEC 25RPLP J25TEEC J25TELEC 
E25EEC E25ELEC J25EEC J25ELEC 
E25BAEC E25BALEC J25BAEC J25BALEC 
E25JREC J25JREC 

30 Models 

E30BAEC E30EEC J30BAEC J30EEC 
E30BALEC E30ELEC J30BALEC J30ELEC 

E30TEEC J30TEEC 
E30TELEC J30TELEC 
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Anodes - Testing and Replacement 

Erosion or disintegration in salt or brackish water indicates the 
anodes are performing their function. The anodes should be 
inspected at intervals and replaced, when necessary, or corrosion 
of the engine will increase. 

I Note I If any anode has been reduced to 9'3 its original size (V3 

eroded), it must be replaced! 

OJ rn Test for proper installation of the anode. Calibrate an 
ohmmeter on high ohms scale . Connect one meter lead to a 
powerhead ground and the other lead to the anode. Be sure the 
surface of the anode is clean to make good contact. The ohm­
meter should show a low reading. If not, remove the anode and 
clean the area where the anode is installed. The mounting screws 
and the anode itself should also be cleaned. Install and retest. 

INotel Do not paint or coat the anodes or their mounting sur­
faces . 
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